Traffic Analysis for NLR-STAR-WASH-10GE-103 RX

System: nlre300
Maintainer:
Description: NLR-STAR-WASH-10GE-103 RX
iType: ethernetCsmacd (5)
ifName: TenGigabitEthernet 2/1
Max Speed: 10.0 Gbits/s

The statistics were last updated Wednesday, 22 March 2006 at 11:36, at which time "nlre300" had been up for 23 days, 13:25:10.

Daily Graph (5 Minute Average)

Weekly Graph (30 Minute Average)
Traffic Analysis for NLR-STAR-WASH-10GE-103 TX

System: nlr-e300 in
Maintainer:
Description: NLR-STAR-WASH-10GE-103 TX
ifType: ethernetCsmacd (5)
ifName: TenGigabitEthernet 1/1
Max Speed: 10.0 Gbits/s

The statistics were last updated Wednesday, 22 March 2006 at 11:36,
at which time "nlre300" had been up for 23 days, 13:25:10.

Daily'Graph (5 Minute Average)

Max In:148.2 Mb/s (1.5%) Average In:763.7 kb/s (0.09%) Current In:361.8 kb/s (0.0%)
Max Out:9898.9 Mb/s (99.0%) Average Out:2710.2 Mb/s (2.81%) Current Out:99.9 Mb/s (1.0%)

Weekly'Graph (30 Minute Average)

Max In:3,14.4 Mb/s (0.3%) Average In:747.8 kb/s (0.09%) Current In:0.0 b/s (0.0%)
Max Out:9292.2 Mb/s (92.9%) Average Out:2774.8 Mb/s (2.7%) Current Out:8.0 b/s (0.0%)